
NOTES:

All measurements are nominal. Elevation charts are not to scale.

Have dealer specify push-out casement when placing order for unit, and stationary, left or right venting when ordering single units.  Venting is viewed from the exterior.

Grilles are optional. The grille configurations shown for single sash are typical for each sash of mulled units.

Some installation procedures will require a larger rough opening than noted (i.e. installations utilizing our installation clips), therefore, you may need to increase the rough opening 
size accordingly. Rough opening gaps may be increased up to a maximum of 1/2" on all sides and still be within good practice guidelines.

†  These units are only available with single-point hardware

F.S. =  Frame Size • R.O. = Rough Opening • G.S. = Glass Size (Glass sizes are shown per sash.)
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“S” Series

KUS12† KUS22† KUS32† KUS42† KUS52†

KUS13 KUS23 KUS33 KUS43 KUS53

KUS14 KUS24 KUS34 KUS44 KUS54

KUS15 KUS25 KUS35 KUS45 KUS55

KUS16 KUS26 KUS36 KUS46 KUS56

KUS156 KUS256 KUS356 KUS456 KUS556

KUS146 KUS246 KUS346 KUS446 KUS546

KUS136 KUS236 KUS336 KUS436 KUS536

KUS126† KUS226† KUS326† KUS426† KUS526†
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“N” Series

KUN12† KUN22† KUN32† KUN42† KUN52†

KUN13 KUN23 KUN33 KUN43 KUN53

KUN14 KUN24 KUN34 KUN44 KUN54

KUN15 KUN25 KUN35 KUN45 KUN55

KUN16 KUN26 KUN36 KUN46 KUN56

KUN156 KUN256 KUN356 KUN456 KUN556

KUN146 KUN246 KUN346 KUN446 KUN546

KUN136 KUN236 KUN336 KUN436 KUN536

KUN126† KUN226† KUN326† KUN426† KUN526†
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“W” Series

NOTES:

All measurements are nominal. Elevation charts are not to scale.

Have dealer specify push-out casement when placing order for unit, and stationary, left or right venting when ordering single units.  Venting is viewed from the exterior.

Grilles are optional. The grille configurations shown for single sash are typical for each sash of mulled units.

Some installation procedures will require a larger rough opening than noted (i.e. installations utilizing our installation clips), therefore, you may need to increase the rough opening 
size accordingly. Rough opening gaps may be increased up to a maximum of 1/2" on all sides and still be within good practice guidelines.

†  These units are only available with single-point hardware

F.S. =  Frame Size • R.O. = Rough Opening • G.S. = Glass Size (Glass sizes are shown per sash.)



NOTES:

All measurements are nominal. Elevation charts are not to scale.

Have dealer specify push-out casement when placing order for unit, and stationary, left or right venting when ordering single units.  Venting is viewed from the exterior.

Grilles are optional. The grille configurations shown for single sash are typical for each sash of mulled units.

Some installation procedures will require a larger rough opening than noted (i.e. installations utilizing our installation clips), therefore, you may need to increase the rough opening 
size accordingly. Rough opening gaps may be increased up to a maximum of 1/2" on all sides and still be within good practice guidelines.

†  These units are only available with single-point hardware

* These units meet most national emergency escape and rescue requirements when modified with single-arm operators and Euro hinges.

F.S. =  Frame Size • R.O. = Rough Opening • G.S. = Glass Size (Glass sizes are shown per sash.)
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NOTES:

All measurements are nominal. Elevation charts are not to scale.

Have dealer specify push-out casement when placing order for unit, and stationary, left or right venting when ordering single units.  Venting is viewed from the exterior.

Grilles are optional. The grille configurations shown for single sash are typical for each sash of mulled units.

Some installation procedures will require a larger rough opening than noted (i.e. installations utilizing our installation clips), therefore, you may need to increase the rough opening 
size accordingly. Rough opening gaps may be increased up to a maximum of 1/2" on all sides and still be within good practice guidelines.

†  These units are only available with single-point hardware.

* These units meet most national emergency escape and rescue requirements.

F.S. =  Frame Size • R.O. = Rough Opening • G.S. = Glass Size (Glass sizes are shown per sash.)
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“X” Series



NOTES:

All measurements are nominal. Elevation charts are not to scale.

Have dealer specify push-out casement when placing order for unit, and stationary, left or right venting when ordering single units.  Venting is viewed from the exterior.

Grilles are optional. The grille configurations shown for single sash are typical for each sash of mulled units.

Some installation procedures will require a larger rough opening than noted (i.e. installations utilizing our installation clips), therefore, you may need to increase the rough opening 
size accordingly. Rough opening gaps may be increased up to a maximum of 1/2" on all sides and still be within good practice guidelines.

* These units meet most national emergency escape and rescue requirements.

F.S. =  Frame Size • R.O. = Rough Opening • G.S. = Glass Size (Glass sizes are shown per sash.)
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“E” Series





NOTES:

All measurements are nominal. Elevation charts are not to scale.

The units shown are stand-alone units. Adjustments may be required when stacking over other units; adjustments will be made in the factory. 

Grilles are optional. Follow chart down from top row and across from left column to determine grille configurations.

Some installation procedures will require a larger rough opening than noted (i.e. installations utilizing our installation clips), therefore, you may need to increase the rough opening 
size accordingly. Rough opening gaps may be increased up to a maximum of 1/2" on all sides and still be within good practice guidelines.

F.S. =  Frame Size • R.O. = Rough Opening • G.S. = Glass Size 
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NOTES:

All measurements are nominal. Elevation charts are not to scale.

Have dealer specify push-out casement when placing order for unit.  Venting is viewed from the exterior.

Grilles are optional. Follow chart down from top row and across from left column to determine grille configurations.

Some installation procedures will require a larger rough opening than noted (i.e. installations utilizing our installation clips), therefore, you may need to increase the rough opening 
size accordingly. Rough opening gaps may be increased up to a maximum of 1/2" on all sides and still be within good practice guidelines.

F.S. =  Frame Size • R.O. = Rough Opening • G.S. = Glass Size (Glass sizes are shown per sash.)
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NOTES:

All measurements are nominal. Elevation charts are not to scale.

Have dealer specify push-out casement when placing order for unit.  Venting is viewed from the exterior.

Grilles are optional. Follow chart down from top row and across from left column to determine grille configurations.

Some installation procedures will require a larger rough opening than noted (i.e. installations utilizing our installation clips), therefore, you may need to increase the rough opening 
size accordingly. Rough opening gaps may be increased up to a maximum of 1/2" on all sides and still be within good practice guidelines.

F.S. =  Frame Size • R.O. = Rough Opening • G.S. = Glass Size (Glass sizes are shown per sash.)
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“W” Series Picture Unit Combinations
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65 7/8" | 17 7/8"
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NOTES:

All measurements are nominal. Elevation charts are not to scale.

Have dealer specify push-out casement when placing order for unit, and stationary, left or right venting when ordering single units.  Venting is viewed from the exterior.

Grilles are optional. The grille configurations shown for single sash are typical for each sash of mulled units.

Some installation procedures will require a larger rough opening than noted (i.e. installations utilizing our installation clips), therefore, you may need to increase the rough opening 
size accordingly. Rough opening gaps may be increased up to a maximum of 1/2" on all sides and still be within good practice guidelines.

†  These units are only available with single-point hardware

* Approximate glass sizes per sash are given; true glass sizes vary depending on the radius involved.

F.S. =  Frame Size • R.O. = Rough Opening • G.S. = Glass Size (Glass sizes are shown per sash.)
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G.S.*
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-0

"
5'

-0
 1

/2
"

53
 7

/8
"

5'
-6

"
5'

-6
 1

/2
"

59
 7

/8
"

6'
-0

"
6'

-0
 1

/2
"

65
 7

/8
"

1'-4"
1'-4 1/2"
9 7/8"

2'-8"
2'-8 1/2"
9 7/8"

4'-0"
4'-0 1/2"
9 7/8"

KUS13-SEG KUS23-SEG KUS33-SEG

KUS14-SEG KUS24-SEG KUS34-SEG

KUS15-SEG KUS25-SEG KUS35-SEG

KUS16-SEG KUS26-SEG KUS36-SEG

KUS156-SEG KUS256-SEG KUS356-SEG

KUS146-SEG KUS246-SEG KUS346-SEG

KUS136-SEG KUS236-SEG KUS336-SEG

KUS126-SEG† KUS226-SEG† KUS326-SEG†

4 5 7

4 5 7

4 5 7

4 5 7

4 5 7

4 5 7

4 5 7

4 5 7

F.S.
R.O.

G.S.*

Segment Head Casements - “N” Series

2'
-6

"
2'

-6
 1

/2
"

23
 7

/8
"

3'
-0

"
3'

-0
 1

/2
"

29
 7

/8
"

3'
-6

"
3'

-6
 1

/2
"

35
 7

/8
"

4'
-0

"
4'

-0
 1

/2
"

41
 7

/8
"

4'
-6

"
4'

-6
 1

/2
"

47
 7

/8
"

5'
-0

"
5'

-0
 1

/2
"

53
 7

/8
"

5'
-6

"
5'

-6
 1

/2
"

59
 7

/8
"

6'
-0

"
6'

-0
 1

/2
"

65
 7

/8
"

1'-8"
1'-8 1/2"
13 7/8"

3'-4"
3'-4 1/2"
13 7/8"

5'-0"
5'-0 1/2"
13 7/8"

KUN13-SEG KUN23-SEG KUN33-SEG

KUN14-SEG KUN24-SEG KUN34-SEG

KUN15-SEG KUN25-SEG KUN35-SEG

KUN16-SEG KUN26-SEG KUN36-SEG

KUN156-SEG KUN256-SEG KUN356-SEG

KUN146-SEG KUN246-SEG KUN346-SEG

KUN136-SEG KUN236-SEG KUN336-SEG

KUN126-SEG† KUN226-SEG† KUN326-SEG†

4 6 9

4 6 9

4 6 9

4 6 9

4 6 9

4 6 9

4 6 9

4 6 9



NOTES:

All measurements are nominal. Elevation charts are not to scale.

Have dealer specify push-out casement when placing order for unit, and stationary, left or right venting when ordering single units.  Venting is viewed from the exterior.

Grilles are optional. The grille configurations shown for single sash are typical for each sash of mulled units.

Some installation procedures will require a larger rough opening than noted (i.e. installations utilizing our installation clips), therefore, you may need to increase the rough opening 
size accordingly. Rough opening gaps may be increased up to a maximum of 1/2" on all sides and still be within good practice guidelines.

†  These units are only available with single-point hardware

* Approximate glass sizes per sash are given; true glass sizes vary depending on the radius involved.

F.S. =  Frame Size • R.O. = Rough Opening • G.S. = Glass Size (Glass sizes are shown per sash.)

F.S.
R.O.

G.S.*
G.S.**

Segment Head Casements - “W” Series
2'

-6
"

2'
-6

 1
/2

"
23

 7
/8

"

3'
-0

"
3'

-0
 1

/2
"

29
 7

/8
"

3'
-6

"
3'

-6
 1

/2
"

35
 7

/8
"

4'
-0

"
4'

-0
 1

/2
"

41
 7

/8
"

4'
-6

"
4'

-6
 1

/2
"

48
 

47
 7

/8
"

5'
-0

"
5'

-0
 1

/2
"

53
 7

/8
"

5'
-6

"
5'

-6
 1

/2
"

59
 7

/8
"

6'
-0

"
6'

-0
 1

/2
"

65
 7

/8
"

2'-0"
2'-0 1/2"
17 7/8"

4'-0"
4'-0 1/2"
17 7/8"

6'-0"
6'-0 1/2"
17 7/8"

KUW13-SEG KUW23-SEG KUW33-SEG

KUW14-SEG KUW24-SEG KUW34-SEG

KUW15-SEG KUW25-SEG KUW35-SEG

KUW16-SEG KUW26-SEG KUW36-SEG

KUW156-SEG KUW256-SEG KUW356-SEG

KUW146-SEG KUW246-SEG KUW346-SEG

KUW136-SEG KUW236-SEG KUW336-SEG

KUW126-SEG† KUW226-SEG† KUW326-SEG†

4 7 10

4 7 10

4 7
10

4 7 10

4 7
10

74
10

74
10

74
10

F.S.
R.O.

G.S.*

Segment Head Casements - “L” Series

2'
-6

"
2'

-6
 1

/2
"

23
 7

/8
"

3'
-0

"
3'

-0
 1

/2
"

29
 7

/8
"

3'
-6

"
3'

-6
 1

/2
"

35
 7

/8
"

4'
-0

"
4'

-0
 1

/2
"

41
 7

/8
"

4'
-6

"
4'

-6
 1

/2
"

47
 7

/8
"

5'
-0

"
5'

-0
 1

/2
"

53
 7

/8
"

5'
-6

"
5'

-6
 1

/2
"

59
 7

/8
"

6'
-0

"
6'

-0
 1

/2
"

65
 7

/8
"

2'-4"
2'-4 1/2"
21 7/8"

4'-8"
4'-8 1/2"
21 7/8"

7'-0"
7'-0 1/2"
21 7/8"

KUL126-SEG† KUL226-SEG†

4

4

4

4

4

KUL146-SEG

KUL15-SEG KUL25-SEG KUL35-SEG

KUL6-SEG KUL26-SEG KUL36-SEG

KUL156-SEG KUL256-SEG KUL356-SEG

KUL14-SEG

KUL136-SEG

KUL13-SEG

KUL246-SEG

KUL24-SEG

KUL236-SEG

KUL23-SEG

KUL326-SEG†

KUL346-SEG

KUL34-SEG

KUL336-SEG

KUL33-SEG

7

7

7

7

7

11

11

11

11

11

4

4

4

7

7

7

11

11

11



NOTES:

All measurements are nominal. Elevation charts are not to scale.

Have dealer specify push-out casement when placing order for unit, and stationary, left or right venting when ordering single units.  Venting is viewed from the exterior.

Grilles are optional. The grille configurations shown for single sash are typical for each sash of mulled units.

Some installation procedures will require a larger rough opening than noted (i.e. installations utilizing our installation clips), therefore, you may need to increase the rough opening 
size accordingly. Rough opening gaps may be increased up to a maximum of 1/2" on all sides and still be within good practice guidelines.

†  These units are only available with single-point hardware

*** These units meet most national escape and rescue requirements.

* Approximate glass sizes per sash are given; true glass sizes vary depending on the radius involved.

F.S. =  Frame Size • R.O. = Rough Opening • G.S. = Glass Size (Glass sizes are shown per sash.)

§ Only available as stationary units.

F.S.
R.O.

G.S.*

Segment Head Casements - “X” Series
2'

-6
"

2'
-6

 1
/2

"
23

 7
/8

"

3'
-0

"
3'

-0
 1

/2
"

29
 7

/8
"

3'
-6

"
3'

-6
 1

/2
"

35
 7

/8
"

4'
-0

"
4'

-0
 1

/2
"

41
 7

/8
"

4'
-6

"
4'

-6
 1

/2
"

47
 7

/8
"

5'
-0

"
5'

-0
 1

/2
"

55
 7

/8
"

5'
-6

"
5'

-6
 1

/2
"

59
 7

/8
"

6'
-0

"
6'

-0
 1

/2
"

65
 7

/8
"

2'-6"
2'-6 1/2"
23 7/8"

5'-0"
5'-0 1/2"
23 7/8"

7'-6"
7'-6 1/2"
23 7/8"

KUX13-SEG KUX23-SEG KUX33-SEG

KUX14-SEG** KUX24-SEG** KUX34-SEG**

KUX15-SEG** KUX25-SEG** KUX35-SEG**

KUX16-SEG** KUX26-SEG** KUX36-SEG**

KUX156-SEG** KUX256-SEG** KUX356-SEG**

KUX146-SEG** KUX246-SEG** KUX346-SEG**

KUX136-SEG KUX236-SEG KUX336-SEG

KUX126-SEG† KUX226-SEG† KUX326-SEG†

5 9
13

5
9

13

5 9
13

5 9
13

5
9 13

5
9 13

5
9 13

5
9 13

F.S.
R.O.

G.S.*

Segment Head Casements - “E” Series

3'
-0

"
3'

-0
 1

/2
"

29
 7

/8
"

3'
-6

"
3'

-6
 1

/2
"

35
 7

/8
"

4'
-0

"
4'

-0
 1

/2
"

41
 7

/8
"

4'
-6

"
4'

-6
 1

/2
"

47
 7

/8
"

5'
-0

"
5'

-0
 1

/2
"

53
 7

/8
"

5'
-6

"
5'

-6
 1

/2
"

59
 7

/8
"

6'
-0

"
6'

-0
 1

/2
"

65
 7

/8
"

3'-0"
3'-0 1/2"
29 7/8"

6'-0"
6'-0 1/2"
29 7/8"

9'-0"
9'-0 1/2"
29 7/8"

KUE13-SEG KUE23-SEG KUE33-SEG§

KUE14-SEG*** KUE24-SEG*** KUE34-SEG***

KUE15-SEG*** KUE25-SEG*** KUE35-SEG***

KUE16-SEG*** KUE26-SEG***    KUE36-SEG***

KUE156-SEG*** KUE256-SEG*** KUE356-SEG***

KUE146-SEG*** KUE246-SEG*** KUE346-SEG***

KUE136-SEG*** KUE236-SEG*** KUE336-SEG***

5
10 14

5
10 14

5
10 14

5
10 14

5
10 14

5
10 14

5
10 14



NOTES:

All measurements are nominal. Elevation charts are not to scale.

Grilles are optional. Follow down from top row and across from left column to determine grille configurations.

Some installation procedures will require a larger rough opening than noted (i.e. installations utilizing our installation clips), therefore, you may need to increase the rough opening 
size accordingly. Rough opening gaps may be increased up to a maximum of 1/2" on all sides and still be within good practice guidelines.

* Approximate glass sizes per sash are given; true glass sizes vary depending on the radius involved.

F.S. =  Frame Size • R.O. = Rough Opening • G.S. = Glass Size (Glass sizes are shown per sash.)

Segment Head Casements - Studio Units
3'-4"

3'-4 1/2"
33 7/8"

4'-0"
4'-0 1/2"
41 7/8"

4'-6"
4'-6 1/2"
49 7/8"

5'-0"
5'-0 1/2"
53 7/8"

6'-0"
6'-0 1/2"
65 7/8"

F.S.
R.O.

G.S.*

1'
-4

"
1'

-4
 1

/2
"

9 
7/

8"

1'
-8

"
1'

-8
 1

/2
"

13
 7

/8
"

2'
-0

"
2'

-0
 1

/2
"

17
 7

/8
"

2'
-6

"
2'

-6
 1

/2
"

23
 7

/8
"

3'
-0

"
3'

-0
 1

/2
"

29
 7

/8
"

3'
-6

"
3'

-6
 1

/2
"

35
 7

/8
"

4'
-0

"
4'

-0
 1

/2
"

41
 7

/8
"

4'
-6

"
4'

-6
 1

/2
"

47
 7

/8
"

5'
-0

"
5'

-0
 1

/2
"

53
 7

/8
"

5'
-6

"
5'

-6
 1

/2
"

59
 7

/8
"

6'
-0

"
6'

-0
 1

/2
"

65
 7

/8
"

KUN214P-SEG KUW214P-SEG KU4614P-SEG KUN314P-SEG KUW314P-SEG

KUN22P-SEG KUW22P-SEG KU4620P-SEG KUN32P-SEG KUW32P-SEG

KUN226P-SEG KUW226P-SEG KU4626P-SEG KUN326P-SEG KUW326P-SEG

KUN218P-SEG KUW218P-SEG KU4618P-SEG KUN318P-SEG KUW318P-SEG

KUN23P-SEG KUW23P-SEG KU4630P-SEG KUN33P-SEG KUW33P-SEG

KUN24P-SEG KUW24P-SEG KU4640P-SEG KUN34P-SEG KUW34P-SEG

KUN246P-SEG KUW246P-SEG KU4646P-SEG KUN346P-SEG KUW346P-SEG

KUN25P-SEG KUW25P-SEG KU4650P-SEG KUN35P-SEG KUW35P-SEG

KUN256P-SEG KUW256P-SEG KU4656P-SEG KUN356P-SEG KUW356P-SEG

KUN26P-SEG KUW26P-SEG KU4660P-SEG KUN36P-SEG KUW36P-SEG

KUN236P-SEG KUW236P-SEG KU4636P-SEG KUN336P-SEG KUW336P-SEG

6

6

6

6

7 7

7

7 7

6 7 7

6 7 7

6 7 7

6 7 7

6 7 7

6 7 7

6 7 7

7

7 7 9

9

10

10

9 10

9 10

9 10

9 10

9 10

9 10

9 10

9 10

9 10



All measurements are nominal. Elevation charts are not to scale.

Grilles are optional. Follow down from top row and across from left column to determine grille configurations.

Units are stationary as standard, however, some may be ordered as venting units. Contact your local dealer for details. 

Some installation procedures will require a larger rough opening than noted (i.e. installations utilizing our installation clips), therefore, you may need to increase the rough opening 
size accordingly. Rough opening gaps may be increased up to a maximum of 1/2" on all sides and still be within good practice guidelines.

* Approximate glass sizes per sash are given; true glass sizes vary depending on the radius involved.

*** These units meet most national escape and rescue requirements when ordered as venting units.

† These units only available with single-point hardware.

F.S. =  Frame Size • R.O. = Rough Opening • G.S. = Glass Size (Glass sizes are shown per sash.)

F.S.
R.O.

G.S.*

Half-Circle Top Casements
2'

-6
"

2'
-6

 1
/2

"
24

 7
/8

"

3'
-0

"
3'

-0
 1

/2
"

29
 7

/8
"

3'
-6

"
3'

-6
 1

/2
"

35
 7

/8
"

4'
-0

"
4'

-0
 1

/2
"

41
 7

/8
"

4'
-6

"
4'

-6
 1

/2
"

47
 7

/8
"

5'
-0

"
5'

-0
 1

/2
"

53
 7

/8
"

5'
-6

"
5'

-6
 1

/2
"

59
 7

/8
"

6'
-0

"
6'

-0
 1

/2
"

65
 7

/8
"

1'-8"
1'-8 1/2"
13 7/8"

2'-0"
2'-0 1/2"
17 7/8"

2'-6"
2'-6 1/2"
23 7/8"

2'-4"
2'-4 1/2"
21 7/8"

3'-0"
3'-0 1/2"
29 7/8"

KUN13-HC KUW13-HC KUL13-HC

KUN14-HC KUW14-HC KUL14-HC

KUN15-HC KUW15-HC KUL15-HC

KUN16-HC KUW16-HC KUL16-HC

KUN156-HC KUW156-HC KUL156-HC

KUN146-HC KUW146-HC KUL146-HC

KUN136-HC KUW136-HC KUL136-HC

KUN126-HC† KUW126-HC† KUL126-HC†

KUX13-HC

KUX14-HC**

KUX15-HC***

KUX16-HC***

KUX156-HC***

KUX146-HC***

KUX136-HC

KUX126-HC† KUE126-HC†

KUE13-HC

KUE14-HC

KUE15-HC***

KUE16-HC***

KUE156-HC***

KUE146-HC

KUE136-HC
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